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Oil heating furnace – 10
	Heat power, Mkcal/hr	8
	Capacity in tons per hour	600
	Mean temperature of oil-water emulsion, ˚С	+25…+65
	Gas consumption, m3/hr	1000
	Efficiency factor	85
	Weight, kg	133 800
	Go to description
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Modular tube furnace - 10Э
	Heat power, Mkcal/hr	12
	Capacity in tons per hour	416
	Mean temperature of  oil-water emulsion, ˚С	+25..+30; +70
	Gas consumption, m3/hr	1600
	Efficiency factor	70
	Weight, kg	48 100
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Modular tube furnace - 10/64
	Heat power, Mkcal/hr	10
	Capacity in tons per hour	416,6
	Mean temperature of  oil-water emulsion, ˚С	+25..+30C; +70C
	Gas consumption, m3/hr	1 600
	Efficiency factor	70
	Weight, kg	47 000
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EHF-2,7
	Heat power, Mkcal/hr	2,7
	Capacity in tons per hour	83
	Mean temperature of  oil-water emulsion, ˚С	+25..+30; +70
	Gas consumption, m3/hr	414
	Efficiency factor	75
	Weight, kg	28 000
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Tubular furnace - 1,5
	Heat power, Mkcal/hr	1,5
	Capacity in tons per hour	70
	Mean temperature of  oil-water emulsion, ˚С	+25..+30C; +70
	Gas consumption, m3/hr	235
	Efficiency factor	80
	Weight, kg	13 500
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Tubular furnace - 2,5
	Heat power, Mkcal/hr	2,5
	Capacity in tons per hour	90
	Mean temperature of  oil-water emulsion, ˚С	+25..+30C; +70
	Gas consumption, m3/hr	300
	Efficiency factor	80
	Weight, kg	17 500
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Tubular furnace - 3,5
	Heat power, Mkcal/hr	3,5
	Capacity in tons per hour	108
	Mean temperature of  oil-water emulsion, ˚С	+25..30C; +70
	Gas consumption, m3/hr	425
	Efficiency factor	80
	Weight, kg	20 000
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Tubular furnace - 16/150
	Heat power, Mkcal/hr	1,7
	Capacity in tons per hour	40
	Mean temperature of  oil-water emulsion, ˚С	5-10C; 80C
	Gas consumption, m3/hr	275
	Efficiency factor	70
	Weight, kg	15 000
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Line heater - 0,63
	Heat power, Mkcal/hr	0,63
	Capacity in tons per hour	48
	Mean temperature of  oil-water emulsion, ˚С	+5..+10C;+65..+70C
	Gas consumption, m3/hr	100
	Efficiency factor	70
	Weight, kg	13 000
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Wellhead heater - 0,2
	Heat power, Mkcal/hr	0,2
	Capacity in tons per hour	100
	Mean temperature of  oil-water emulsion, ˚С	+25..+70
	Gas consumption, m3/hr	25
	Efficiency factor	70
	Weight, kg	4 400
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The oil heaters with intermediate heat medium - 0,2
	Heat power, Mkcal/hr	0,25
	Capacity in tons per hour	50-500
	Mean temperature of  oil-water emulsion, ˚С 	+5…+70
	Gas consumption, m3/hr	35
	Efficiency factor	80
	Weight, kg	5000
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